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A B S T R A C T

Digital tools based on Building Information Modelling (BIM) provide the potential to facilitate environmental
performance assessments of buildings. Various tools that use a BIM model for automatic quantity take-off as
basis for Life Cycle Assessment (LCA) have been developed recently. This paper describes the first application of
such a BIM-LCA tool to evaluate the embodied global warming potential (GWP) throughout the whole design
process of a real building. 34 states of the BIM model are analysed weekly. The results show that the embodied
GWP during the design phase is twice as high as for the final building. These changes can be mainly attributed to
the designers' approach of using placeholder materials that are refined later, besides other reasons. As such, the
embodied GWP is highly overestimated and a BIM-based environmental assessment during the design process
could be misleading and counterproductive. Finally, three alternatives to the established automatic quantity
take-off are discussed for future developments.

1. Introduction

The built environment has a high impact on the environment and is
responsible for more than one third of global greenhouse gas (GHG)
emissions [1]. Due to the implementation of energy efficiency regula-
tions in most industrialised in the last years, the operational energy
demand and associated GHG emissions of new buildings have been very
much reduced [1]. In consequence, the share of embodied energy and
GHG emissions due to the manufacturing, replacement and disposal of
building materials gained importance [2]. In new, energy efficient re-
sidential buildings the embodied environmental impact makes up about
half of the total GHG emitted in a life time of 50 years [3]. This clearly
shows the need for a holistic assessment of the whole life cycle. Life
Cycle Assessment (LCA) is increasingly applied for assessing the en-
vironmental performance of buildings in research, but also in practice –
most times in form of a post-design evaluation for sustainability certi-
fication purposes, e.g. DGNB [4].

LCA covers the entire life cycle of buildings from raw materials
extraction and processing, manufacturing of building components, to
use and end-of-life. The method as described in ISO 14040 [5] consists
of four phases: goal and scope definition, life cycle inventory (LCI), life
cycle impact assessment (LCIA), and interpretation [5,6]. While for the
LCA of products these four phases are used, predefined datasets for the

materials or components are used in most cases of building LCA. As
such, the LCI and LCIA are merged into one step and simplified [7]. The
bill of quantities (BoQ) of the individual materials is multiplied with
pre-calculated values from an LCA database. The results are summed up
under consideration of the reference service life of the individual
components. Nevertheless, the LCA of buildings is a complex task be-
cause of the large amount of information required and time-consuming
nature of the method [8]. Most time and effort is needed to establish the
BoQ and find the correct datasets in the building material LCA data-
base. As such, LCA also means a high effort and therefore a high cost for
sustainability certification. As a result, the LCA of buildings is com-
monly conducted at the end of the design process, when the necessary
information is available, but it is too late to affect the decision-making
process [9,10]. However, this post-design evaluation through LCA is not
sufficient on its own, as it does not improve the environmental per-
formance of the design [11]. To minimize environmental impacts, an
integration of LCA into the architectural design process is needed,
especially in the early design phases, as these have the highest influence
[12].

Digital tools based on Building Information Modelling (BIM) pro-
vide the potential to decrease the additional effort for LCA and speed up
the process. Especially in the last five years, scientific studies about
using BIM for LCA have been increasingly published in the literature
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and new software tools have been developed. Soust-Verdaguer, Llatas,
and García-Martínez [13] and Bueno and Fabricio [14] provide an
overview and review of the latest developments. Cavalliere [15] pro-
vides a recent overview over building LCA including 28 commercial
tools of which 7 use a BIM model. In addition, many researchers have
developed their own workflows to connect an LCA database with a BIM
software, for example linking Autodesk Revit [16] or ArchiCAD [17]
with SimaPro or Excel [18]. In many recent studies, the visual pro-
gramming plug-in Dynamo for Autodesk Revit is used to link the BIM
model with and LCA database (for example see [19–22]).

However, the existing studies present methods for conducting BIM-
based LCA in a specific design phase [23]. Usually, they are employed
for a model with a relatively high level of development (LOD) of LOD
300 or higher in later design stages. No studies found in the literature
apply these tools throughout the whole design phase. To provide
feedback for designers and inform decision-makers, the LCA results
need to be available throughout all design stages, especially in the
decisive early design stages [24]. Gantner et al. [25] provide a general
concept of applying BIM-based LCA with different levels of detail in
different planning stages. However, they only provide the theoretical
framework without a case study or real application. Cavalliere et al.
[23] provide a concept of linking several databases and provide a
theoretical case study for the application of the framework. However, it
is not applied during the design of a real building.

This paper investigates whether BIM-based LCA throughout the
design process allows for environmental performance improvement.
The objective is to study the established approach of linking a quantity
take-off from a BIM software with an LCA database and a tool for the
assessment of embodied environmental impacts. For the first time, this
approach is applied to the design process of a real life case study of an
extension of an office building in Switzerland.

2. Method

The main concept is to evaluate the potential of continuously ap-
plying BIM-based LCA throughout the design process by means of a
real-life case study. Here, the LCA is carried out after the planning
phase of the building. The goal is to evaluate the value of a continuous
feedback of LCA results for guidance to the design team to improve the
environmental performance during the design phase.

The following section consists of two parts. The first part describes
the current established BIM-LCA workflow and the tool used to calcu-
late the embodied environmental impacts based on the bill of quantities
from the BIM model. The second part describes the tracking of the
development of the BIM model throughout the design process by
“freezing” the current stage each week. This approach is exemplified by
means of a real case study.

2.1. Using BIM for the calculation of embodied environmental impacts

To assess the embodied environmental impacts of the building
based on the BIM model a tool is developed in Dynamo for Autodesk
Revit. An overview of the method for the tool is described in the fol-
lowing.

The method follows five main steps (see Fig. 1) that are explained in

the following.

2.1.1. Linking the BIM software's native material library with LCA data for
building materials

Every BIM software has its native material library which is used in
the whole project. The material library is associated with the building's
geometry allowing to extract from each building element the contained
quantities and material information. However, information on the
embodied impacts for each material is not included in the native ma-
terial library. Therefore, a library with LCA data for building materials
needs to be linked.

For this project, the Swiss LCA database for building materials and
products called Ökobilanzdaten im Baubereich by KBOB [26] is used. It
provides generic LCA data for most typical building materials for the
manufacturing (life cycle modules A1–A3 according to EN 15978 [27])
and end-of life (modules C3+C4). In addition, datasets for transpor-
tation are provided, but these are not employed in this project. The
database is based on Ecoinvent V2.2 and updated regularly. It provides
values for the indicators global warming potential (GWP) and non-re-
newable primary energy (PEnr). In addition, a single-score indicator
called Umweltbelastungspunkte is provided. This indicator is specifically
calculated for Switzerland based on the method of ecological scarcity
[28]. The values are provided per mass (for example metals) or per
surface area (for example window panes). Each material has an in-
dividual KBOB ID. This ID is used to manually link the LCA factors with
the materials used in the Autodesk Revit file.

2.1.2. Writing the LCA material ID to the BIM software
The manually established link is saved in a spreadsheet and im-

ported into Dynamo. This file can be used to write the KBOB ID into the
material information for different Revit files. This is important as later
various Revit files are used to analyse the embodied impacts throughout
the design process. Furthermore, the linking can be used for other
projects, as long as the convention to name the materials in the BIM
software stays the same.

2.1.3. Take-off of quantities
The BIM software is used to calculate the volume or area of each

building component and establish a BoQ including the KBOB ID. This
process works well for construction elements, such as walls or windows.
For technical elements the calculations needs to be adapted. Technical
elements are grouped into two subgroups: technical routing and tech-
nical devices.

Dynamo cannot directly access the volumetric information of
technical routing elements such as pipes, ducts, or cable trays, which
makes the calculation of the mass of these components difficult. One
solution is to calculate each cross section and multiply it with the length
of the reference line to provide the volume and correspondingly the
mass for each routing element. Another difficulty is that the KBOB
database does not contain explicit materials for technical systems of the
building. In the conventional Swiss approach for building LCA, the
environmental impact of technical systems is estimated based on
average values and the amount of heated floor area. For this paper, the
general materials from KBOB databases are used to calculate the LCA of
technical system elements.

Fig. 1. Flowchart of the calculation of embodied impacts based on Revit and Dynamo.
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The geometry of technical devices are usually simplified in BIM
models for performance reasons and used as a placeholder. Even when
the level of geometry is high and illustrates the real product, it does not
contain the internal components. Therefore, producers ideally provide
the material content of their products and the embodied environmental
impact. However, this data is currently usually not available requiring
an alternative method to calculate the material content of each tech-
nical object in the model. Here, technical devices are separated into two
groups: elements with material information and elements, which do not
have any material reference. If the material information is available, the
calculation can be done similar to the construction elements. If no in-
formation is available, the main material content is identified as the
possible material and a percentage of the total volume is assumed.
However, this method is clearly not very accurate and should be re-
placed by product-specific data in the future.

2.1.4. LCA calculation
The BoQ is transferred to Dynamo where the embodied impacts are

calculated. The quantities of each material are multiplied with the LCA
factors from the KBOB database. Depending on the type of component,
a reference service life is assigned according to SIA 2032 [29]. The
number of replacements is calculated to include the impact due to re-
placement of materials (life cycle module B4).

2.1.5. Exporting of results and visualisation in the BIM software
After the calculation in Dynamo the results can be exported in

various formats. Here, they are written to a spreadsheet for doc-
umentation purposes. Furthermore, the results are written back to the
BIM software to allow for visualisation through colour codes on the BIM
model.

2.2. Assessment through the design process

The design process of a building is continuous and correspondingly
the BIM model evolves continuously. To be able to track the develop-
ment of the BIM model, the current state of the model is “frozen” each
week. This allows to later evaluate the development of the model and
track the time when design decisions have been made. The developed
LCA tool was applied to analyse the embodied impact of each “frozen”
model.

Here, the design process of a real case study building is analysed.
The case study is the three storey extension of an office building of the
engineering company Basler&Hofmann in Esslingen, Switzerland (see
Fig. 2). The project was a pilot to test the building process only based on
the digital model without printed 2D plans. The project is an exemplary

project for Switzerland and won the international AEC Excellence
Awards 2018 in the category small buildings.

The building permit application took place in December 2017 and
until then the LOD of the model was low. In this pre-design phase
(September–December 2017), the first four BIM models were saved
every month. From January 2018 to August 2018, 30 model states were
saved, resulting in 34 models for analysis. The construction started end
of May 2018 and the planners were supposed to deliver their final
design until week 18.

The workflow as described in Section 2.1 was employed for each of
the 34 models. Dynamo was used to write the KBOB IDs to the BIM
model, the BoQ was established, the embodied GWP including neces-
sary replacements was calculated in Dynamo and the results were ex-
ported to an Excel spreadsheet. The developed Dynamo script follows
this workflow. To simplify the calculation, it was split into twelve parts
(see Table 1) and carried out one after another by using Dynamo
player1.

Here, only the indicator GWP is used for analysis, but the same
approach can be used for all other indicators in the LCA database. The
later versions of the model were highly detailed as they provide the
basis for the construction. This resulted in a large number of elements
and an extended calculation time. The total calculation time for one
model was about 30min.

3. Results

The results for embodied GWP for the 34 models are plotted in
Fig. 3. Surprisingly, the total value for GWP does not continuously in-
crease as the design develops and the BIM model becomes more accu-
rate. The maximum GWP is achieved in week 8 and then lowered to the
final stage. To analyse reasons for this development, the results are
analysed in more detail.

In the following, the results for the building construction and the
technical elements are discussed separately.

3.1. Construction elements

The results for the construction elements are plotted in Fig. 4. A
number of observations can be made:

1. The individual elements show peaks in different weeks.
2. The results for all elements rise to a peak and then decrease to the

final result.
3. All elements seem to have reached a final result in the last 3 weeks

(no changes) while some elements receive this final stage already
earlier.

4. The results for most elements do not change much after week 18.

The change of the results for embodied GWP can have three reasons:
a) a change in the number of elements, b) a change in the volume of the
existing elements, c) a change in the material that is assigned to these
elements.

The number of elements in the model in Fig. 4 can be used as a
proxy for the degree of refinement of the model. The number of ele-
ments increases for most categories throughout the design process. Only
the category curtain wall shows higher numbers until week 9 and a
reduction of more than half in week 10. The continuously increasing
number of elements is in contrast to the evolution of the embodied
impact throughout the design phase. Therefore, this shows that the
elements have been modelled in higher detail reducing the overall
quantity of material or the material has been changed. It is interesting
to see that the peak of embodied GWP in Fig. 4 does not occur at the

Fig. 2. BIM model of the case study building with the extension and new
components in the existing office building.

1
An exemplary application of the script can be seen in a video at https://

www.youtube.com/watch?v=DetQXx-FZvA&t=4s.
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same time depending on the nature of the element. The peak of the wall
elements is then followed by one for slabs. Both are related to the
structural design. The peak for hanging ceilings occurs later, even after
the delivery of the construction plans in week 18. This observation
confirms previous assumptions that the structure, envelope, technical
equipment, and finishing are not defined with the same LOD along the
design phases [23].

In the following, slabs and walls are analysed in more detail, be-
cause they are responsible for the highest environmental impact.
Furthermore, they are usually defined early in the design process. In
Fig. 5, it can be seen that both walls and slabs rise from the beginning of
the design process and reach a peak in week 8. From there on, the
environmental impact slowly reduces until it reaches a steady impact
level after week 18. The walls show a big drop from week 17 to 18.
However, the number of elements in Fig. 5 show only small changes
throughout the design process and no difference between week 17 and
18 for the walls. As such, the only reason for this reduction of impact
can be the modelling of elements with a higher level of detail.

The BIM model that served for the construction was supposed to be
finished in week 18 and construction started end of May. As such,
especially all structural elements need to have reached the highest level
of detail. It is then interesting to see that from the results for the walls
based on the BIM model in the design phase to the BIM model ready for
construction, the embodied GWP has been divided by a factor 3. These
changes can be explained by the fact that the designers modelled the
initial slabs and walls very roughly. In the early design stage of the
project, the layers and material content were not clearly defined and
served as temporal placeholders. The elements therefore were re-
presented by thick massive concrete blocks with the total thickness of
the element. As the elements get more refined and detailed over time,
the embodied impact gets closer to the real environmental impact.

3.2. Technical equipment

The results for the embodied GWP of the technical equipment are
plotted in Fig. 6. Two main observations can be made.

1. In contrast to the construction elements, only the mechanical
equipment shows a big peak in week 8 whereas most elements
continue to rise to the final results.

2. There are no changes visible after week 24.

Analysing the evolution of the number of technical elements in the
BIM model shows a general continuous growing number. Even the
number of mechanical equipment is much lower in week 8 where the
peak for the GWP results appears than in the final model. Interestingly,
the extreme growth of the number of elements for pipes cannot be seen
in the results for the embodied GWP.

4. Discussion

4.1. Limitations of LCA based on BIM quantity take-off during the design

In this case study, the assessment of embodied environmental im-
pacts was not part of the design process and the results presented here
are only derived from a post-design assessment. As such, the results
could not be used during the design process to reduce embodied im-
pacts. The embodied impact has not been a design parameter in this
project and no other tools were used to assess the environmental im-
pacts. As such, it can be assumed that there has been no optimization
towards lowering the embodied impacts. The Dynamo tool for the BIM-
based LCA presented here is state of the art and similar to the ap-
proaches of other researchers (for example see [19–22]), but adapted to
the Swiss context. Ideally, such an approach could be integrated into
the design process in future projects. Therefore, the benefits for pro-
viding design guidance towards reducing the environmental impacts
are discussed in the following.

The results for the embodied GWP derived during the design process
are very different from the final result. Fig. 3 shows that the total im-
pact of the building in week 8 is more than twice as high as the final
impact. As such, the value of the results in week 8 is difficult to use for
design guidance. In this case study, the BIM model was used for the
application of the building permit. Different countries consider making

Table 1
Dynamo script module overview.

Preparation M0_Material List Fill: Based on a pre-trained material mapping spreadsheet the missing KBOB numbers are filled in the native material library
M1_Create Project Parameter: LCA parameters for each element as well as the global parameters are generated
M2_Fill Global Parameter: General information about the project model to the global parameters are added

Construction elements M3_Wall: Analyse all wall elements and calculate environmental impact
M4_Floor: Analyse all floor elements and calculate environmental impact
M5_Structural: Analyse all structural elements and calculate environmental impact
M6_Envelope: Analyse all external and facade elements and calculate environmental impact
M7_Interior: Analyse all interior elements and calculate environmental impact

Technical elements M8_Technical Routing: Analyse all technical routing elements like pipe, ducts, cable trays and calculate environmental impact
M9_Technical Devices: Analyse all technical device like lightings, equipment, plumbing fixtures, etc. and calculate environmental impact

Results M10_View Duplicate: Duplicate the open 3D view to provide an illustration for the LCA Results
M11_Visualisation: Colour the elements in the duplicated view to illustrate the ones are above or below limit values
M12_LCA Report: Generate a summary report from the LCA of the BIM model and export to a spreadsheet

Fig. 3. Evolution of total results for embodied GWP in t CO2-e throughout the design process.
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Fig. 4. Results for the construction elements for embodied GWP in t CO2-e and the number of elements.

Fig. 5. Results for walls and slabs for embodied GWP in t CO2-e and the number of elements.
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an assessment of embodied impacts a mandatory part of the building
permit application process as this is already the case for the operational
energy in the form of energy performance certificates. The Netherlands
have introduced a mandatory LCA for office buildings already [30]. It
would appear obvious to use the same BIM model to assess and certify
the embodied environmental impacts for the building permit. However,
the results for this case study clearly show that the inaccuracies com-
pared to the final results are much too high.

The change in the results can be due to a change of quantity or
material. The number of elements vary through the design process, but
do not correspond to the changes in the results. This means that the
level of detail of an element is changed, leading to a more accurate
modelling and less quantity of material or an element is assigned a
different material.

The quality of the results depends foremost on the quality of the
assessment tool and the quality of the model. In this case study, the
same tool was employed for each state of the BIM model. It can be
assumed that potential errors in linking the materials or the calculation
process of the tool are the same for each model state. As such, the
difference in the results depends only on the quality of the model.

The designers used placeholder in early design stages. This process
is analysed using a wall element as example. Fig. 7 shows the visual
representation of this element in Autodesk Revit for three stages in the
design process (October 2017, April 2018, and July 2018). Small
changes between the first and the second representation can be seen,

while the third one seems to be identical with the second one. This
visual representation can be described as Level of Geometry.

Next to the geometrical representation, the available information
needs to be considered for the LCA. This aspect is also referred to as the
Level of Information. The number of elements and materials as well as
the area and the volume are shown in Table 2. In October, the wall was
modelled as two separate elements with one material each. In April and
July the wall was modelled as one element with five material layers. It
can be assumed that in October the wall was not yet defined, but a
placeholder was used. The volume shown in Table 2 is the sum of the
volumes of the materials. The volume in July is about 40% smaller than
in April. It can be assumed that in April some materials were over-
lapping and that these mistakes were corrected afterwards.

In this case study, the model has not been checked for quality re-
garding LCA. Issues such as overlapping materials could be auto-
matically checked for by model checkers. Pilots are currently being
developed [31]. Furthermore, model view definitions (MVD) could
serve as basis to include only the relevant elements within the BIM
model [25,32]. However, even if these processes are automated and
optimized, they require an additional effort for the designers. Espe-
cially, in the early design stages, designers want quick results, delivered
intuitively without additional effort [24].

The case study was a pilot for the designers involved and the
workflow of modelling the building might be adapted in the future.
Nevertheless, it can be assumed that designers will continue to work

Fig. 6. Results for the technical equipment for embodied GWP in t CO2-e and the number of elements.
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with placeholder materials in early design stages and the model will
continuously evolve. This would even be more probable if the design is
done by an interdisciplinary design team, where each discipline will
reserve space in the model to place detailed information later and avoid
that other disciplines occupy the space in the meantime. Therefore, the
sole calculation of embodied impacts based on the BoQ from the BIM
model will not provide a meaningful design guidance. Alternatives for
potentially more effective ways are discussed in the following.

4.2. Proposal for effective environmental guidance in a digital workflow

The alternatives to the current state-of-the-art automatic quantity
take-off and calculation of embodied impacts are divided into three
categories.

4.2.1. Adapt the design workflow
The difficulties of matching materials can be avoided, if designers

only use predefined materials. The H\B:ERT tool [33] for example,
follows this approach and provides a material library with LCA factors
for Revit. In addition, Lee et al. [34] provide green templates for Au-
todesk Revit with components and materials that contain LCA-related
information for the Korean context. As long as only these materials are
used, the embodied impact can be easily calculated.

The difficulties of placeholder materials can be avoided if designers
only use predefined components. These components need to include all
layers and detailed material information. Instead of starting the design
process with a basic wall in Revit for example, designers directly choose
a wall from a library. Libraries (for example Revit families) can be es-
tablished within an architectural office or provided by an external
service. Lee et al. [34] provide guidelines for designers on how to set up
a material library containing the parameters needed for LCA. The
number of platforms providing BIM data (e.g. BIMobject2) is growing
and more and more manufacturers offer components. This is especially
useful for products that are commonly used and usually not adapted by
the designers, for example technical equipment or furniture. For other
components, the use of predefined components might limit the freedom
of design and be a barrier for new solutions, such as a new façade as-
sembly, for example. Therefore, some architects might not want to use
this approach, especially for innovative projects or in architectural

competitions. Nevertheless, it is an efficient approach for designers that
work with standard components in projects with an early definition of
materials, for example modular, prefabricated buildings or industrial
buildings [35]. It is known that the use of industrialised housing can
increase transparency in the supply chain [36] by adopting principles
from the manufacturing industry [37]. New business models can be
developed which include a much more modular way of designing using
a common set of objects [38]. This could be a path to co-develop en-
vironmentally efficient and digital construction, but it requires a large
change of the complete construction industry and the organisation of
the different stakeholders [39].

4.2.2. Adapt the calculation methods for embodied impacts
Instead of using the volumetric definition of building elements, ty-

pical simplified LCA approaches only use the information about the
area of an element from a 3D model. The building components and
materials are assigned from a library and can easily be adapted. This
approach is similar to building performance simulation (BPS) using
thermal models that only consist of 2D surfaces, sometimes called
“shoe-box” models. This approach is followed by CAALA [40], for ex-
ample. Material variants can easily be evaluated as the model does not
need to be changed, but only a new component is selected from a
catalogue. In this way, the freedom of designers can be kept in early
design changes. The automatic extraction of 3D surface models from
volumetric BIM models has been studied for many years in the context
of BPS. Farzaneh, Monfet, and Forgues [41] and Gao, Koch, and Wu
[42] provide recent literature reviews on the topic. gbXML is a common
format for these models and it could be extended to included attributes
needed for LCA. Furthermore, direct BIM-BPS links using IFC are de-
veloped [43]. Nevertheless, the correct extraction of a thermal model
from BIM is still difficult in practice and not established in common
architectural offices [41,44].

The use of 2D models has some inherent inaccuracies, such as the
overestimation of materials on corners of the buildings or joints be-
tween ceilings and walls [45]. In early design stages, these can be ne-
glected, but if the same tool should be used for a sustainability certi-
fication, user will want to model their building as accurate as possible.
In addition, users might feel that information that are already provided
in the BIM model, for example material properties, are not used by the
LCA tool. Although the selection of a material from a component cat-
alogue is quickly done, it means a small additional effort.

In early design stages, this approach allows for assessing the em-
bodied impact only based on the geometrical model and assumptions
for materials. Instead of requiring the designers to assign placeholder
materials for not yet defined components, the LCA tool can estimate the
impact with average values or typical reference values depending on
the national construction market [46]. This approach is also referred to
as “structured under-specification” by Tecchio et al. [47]. Instead of
giving out one result, the LCA tool can report a probability range for the
embodied impacts depending on the design stage. Rezaei, Bulle, and
Lesage [48] combine this approach with Monte Carlo simulation to

Fig. 7. Visual representation of a single wall in October 2017 (left), April 2018 (middle) and July 2018 (right).

Table 2
Quantity take-off for a single wall.

Date October 2017 April 2018 July 2018

Number of elements 2 1 1
Number of materials 2 5 5
Area [m2] 51.35 37.98 35.42
Volume [m3] 12.82 18.79 11.45

2
https://www.bimobject.com/.
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provide a distribution for the uncertain results in early design stages.

4.2.3. Use machine learning and advanced techniques in LCA tools
The literature reviews and the results of this paper show that the

ideal LCA tool that is easy to use in early design, does not need addi-
tional information input, calculates quickly, allows for optimisation
throughout the whole design process and allows for an automatic sus-
tainability certification does not exist yet. However, it could be possible
that LCA tools learn from previous projects and take adequate as-
sumptions that support the use. For example, if the user modelled a
basic wall of 40 cm without material information as a placeholder, the
tool could assume a layer of reinforced concrete and an insulation with
cladding and plaster depending on the size of the building, the local
climate, the local regulations and the materials the user or the archi-
tectural office has selected in past projects. This approach can also be
described as “semantic enrichment” of the BIM model [49]. Similar to
the second approach, the tool could use structured under-specification
and report a probability range for the embodied impacts.

Machine learning has been successfully used for operational
building performance predictions on building level [50] and for urban
areas [51]. Furthermore, using data mining for assessing the environ-
mental impacts of household consumptions has been shown by Frömelt
[52], for example. Genetic algorithms have been employed to find so-
lutions for environmentally-friendly material combinations [45,53], but
machine learning has not yet been applied regarding embodied en-
vironmental impacts due to a lack of an adequate database. To allow
algorithms to learn, ideally a large database of “as-built” BIM models of
buildings with the required information for LCA should be established.
Chen, Chang, and Lin [54] provide a framework for storing BIM models
to allow for big data analysis. In the future, such a database could be
established in cooperation with sustainability certification institutes,
such as BRE, LEED or DGNB and tools that provide the certification, e.g.
oneclickLCA, Tally and CAALA. Currently, the quality of data of certi-
fied buildings does not allow for automatic analysis, yet [55]. There-
fore, the data would need to be structured and adapted to allow for
machine learning. In addition, as the LCA of buildings is still not
mandatory in most countries and the number of buildings that are
certified are still small compared to the number of buildings built, it
will take a while to gather enough buildings that provide a basis for
meaningful assumptions. As such, this approach is promising, but can
only be realised in the long-term.

5. Conclusion

BIM can reduce the effort of calculating the embodied environ-
mental impacts of buildings and therefore provides the potential to
improve the environmental performance of buildings during the design
stage. LCA databases for building materials are available in many
European countries and North America. The literature shows that there
are many frameworks for automatically calculating embodied impacts
based on a BoQ from a BIM software in each design stage. As shown in
this paper, the necessary tools can be easily developed. However, the
first application of such an approach to a real case study shows that the
automatic calculation leads to wrong results with the current designers'
workflow. This clearly shows the importance of analysis tools that
match the design workflow in practice.

Three options to solve this general problem could be imagined: 1)
The design workflow is adapted to only work with predefined compo-
nents. While this might be a suitable approach for industrialised
building projects, designers might feel limited due to this approach for
innovative project or architectural competitions. 2) The calculation of
the embodied impact is adapted to use simplified approaches based on
surface areas instead of volumetric models. This approach has proven to
be beneficial in early design stages, but is slightly less accurate for
certification of the as-built model. 3) LCA tools learn from previous
projects (machine learning) and automatically use typical assumptions

for the placeholder materials in early design stages. This approach re-
quires a large database of as-built BIM models with the required in-
formation for LCA that does not exist yet. In collaboration with re-
searchers, sustainability certification institutes and commercial LCA
tools such a database could be established and used in a long-term
perspective.
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